
 
 

VRSCA, VRSCB, and VRSCAW CHROME FUEL 
CELL SIDE COVER 

 
***ONLY FITS BIKES WITH 3.2 GALLON TANK*** 

 
 

1. First begin by taping off the frame around the area where the fuel cell side cover 
will install. Blue painters tape works best for this. By taping off the frame it will 
prevent scratching the frame when putting cover into place. 

 
2. Closely look behind the swing arm just under the area that the fuel cell cover will 

mount on the right side of the bike. Between the swing arm and fuel cell will be a 
visible bolt directly behind the swing arm on the inner side toward the bike. 

  
3. Take a 17mm open end wrench and slowly back the bolt out toward the swing 

arm. Only back it out enough for the side cover to slide in behind it and the 
washer.  

 
4. After getting the side cover into place, position it where you want it to stay, and 

begin tightening the 17mm bolt. Once the bolt is snug, tighten it just a bit more 
and then attempt to move the side over up and down. 

 
5. If the side cover does not move and is firmly attached behind the bolt then you’re 

finished. If the side cover moves up and down that means that the bolt is not tight 
enough and you will need to tighten it more. 

 
6. You can now remove the painters tape and clean the side cover as you are 

finished with the installation. 
 
 
 

VERY IMPORTANT TO READ!!! 
 

This fuel cell cover will not work on any bikes with the 5.0 gallon fuel 
tank as the tank is too wide for the side cover to mount properly. The 
side cover only works on bikes equipped with the 3.2 gallon tank.  
 
This fuel cell cover WILL NOT work on bikes that have been lowered, 
have lowering kits, short shocks, or air adjustable lowering shocks. 
Installing this part on any bike without factory stock OEM 
suspension could result in serious damage to the bike and possibly 
injury to the rider. 
 
 
 

 


